MACRO Industries, Inc.
e e r An 8(a) Company

1035 Putman Drive, Suite E

Huntsville, Alabama, 35816
p g ra e s 256-721-1120, fax 256-721-1129

www.macroindustries.com

Bll Bay Doors

Lockable bay doors for both
sides provide storage for Bll
items.

Redesigned Ladder

Redesigned for safety and provides greater
stability. Uses existing mounting brackets.
Rungs are wider than existing ladder.

DC Power Kit

Added to increase reliability. The
DC power kit increases battery life
by allowing the DC power to be
turned off when not needed. With
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Step

Added for personnel safety. This kit
allows you to safely access the roof of
the shelter by reducing the first step
from 43 %.” to 27 '2”. This modification
is bolted on using existing hardware
for the shelter mounting kit.

Stand is adjustable

Generator Cover and Stand

Added for personnel safety. The current vibration and noise levels emitted by the generator are a
real safety concern. This kit significantly reduces the vibration and noise levels by approximately
50% in the interior and exterior of the shelter. The covers replace the external hoods and are
permanently attached to the vehicle. The stand conducts vibration and noise away from the shelter
into the ground.

Generator Cable Mount Rapid Decompression RFI Filter Shield
Added for personnel safety / Photo on the left shows damage to the RFI filter, which
equipment damage. Prevents prevents the shelter from being fully mission capable. This
power cables and fuel lines from shield will prevent damage to the RFl filter.
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